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Unusual fire and explosion hazards: None — treat as lubricating oil. Stable. No explosion

hazard.

Transportation data: NA# 1270; UN# 1268; National Motor Freight
Classification: 65

SECTION V REACTIVITY DATA

Stability: Stable — typical of lubricating oils; avoid fire /
flash point.

Incompatibility (avoid): Strong oxidizing and reducing agents.

Hazardous decomposition or

byproducts: When burning, may form carbon monoxide (typical or
organic lubricants).

Hazardous polymerization: None known.

SECTION VI HEALTH AND HAZARD DATA

Inhalation: Possible

Skin: Unlikely

Ingestion: Unlikely

Carcinogenicity: NTP - Not listed; IARC monographs — Not listed;

OSHA regulated - No
Health hazards (acute & chronic):  As below

Effects of over exposure — conditions to avoid.

Eyes — Typical for hydrocarbon lubricants - can cause some transient irritation and burning
sensation when splashed in the eye or when the unprotected eyes are exposed to oil mists
(see Emergency and First Aid Procedures: See section VIl — Special Protection)

Skin contact — Typical for hydrocarbon lubricants, skin exposure is not likely to result in
absorption of harmful amounts. The dermal LD50 has not been determined.

Skin absorption — Typical for hydrocarbon lubricants, prolonged and repeated immersion
can cause some transient, burning sensation, de-fatting and dermatitis in some people
(see Emergency and First Aid Procedures: See Section VIII — Special protection)
Ingestion — Typical of hydrocarbon lubricants, ingestion of large amounts can result in
diarrhoea, nausea, cramps and weakness. Avoid conditions leading to aspiration of the
ingested material into the lungs. (See Emergency and First Aid Protection)

Inhalation — Typical of hydrocarbon lubricants: mists can cause some transient irritation to
upper respiratory tract (See Emergency and First Aid Procedures: See Section VIII —
Special Protection)

Emergency and First Aid Procedures.

Eyes — Wash eyes immediately for 15 minutes. Consult physician if irritation persists.
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Skin — Wash with soap and water after contact. If irritation persists, consult a physician.
For high pressure injection under the skin — see physician immediately.

Inhalation — Remove exposed person to fresh air. If a large amount has been inhaled,
administer oxygen. If toxic symptoms are observed, get medical attention. If victim has
stopped breathing, give artificial respiration.

Ingestion — If swallowed, drink water but do not induce vomiting. Seek medical attention.

SECTION VI PRECAUTIONS FOR SAFE HANDLING

Steps to be taken in case material is released or spilled — As with typical hydrocarbon
lubricants, if material is spilled or released to the environment, steps should be taken to
contain liquids and control discharges to streams under conditions acceptable to
appropriate local, State and Federal regulatory agencies. Apply absorbent material (e.qg.
sawdust) and sweep up and place waste in a suitable and properly labelled container for
disposal.

Waste disposal method — Disposal must meet all Federal, State and local regulations.
Because this is a non-hazardous oil base — recycling should be strongly encouraged.
Otherwise, dispose in accordance to regulations appropriate for waste oil. For any
guestions, contact to specific regulatory agency.

Precautions to be taken in handling and storage — Good safety practices and use
precautions typical for other hydrocarbon lubricants.

Other precautions — Keep away from open flames or sparks. Do not weld or heat empty
containers. Keep out of reach of children. Keep container closed when not in use. Store in
original container. Keep off foodstuffs. Avoid eye contact. Avoid repeated and / or
prolonged skin contact. Wash thoroughly after handling. Avoid breathing oil mists.

SECTION VI CONTROL MEASURES
Respiratory protection — None normally needed. As with other hydrocarbon lubricants, if
respiratory irritation is experienced, review engineering controls to assure adequate

ventilation. In emergencies or upsets, use NIOSH approved mist respirator.

Ventilation — Local exhaust — As with hydrocarbon lubricants, use good general ventilation
sufficient to prevent respiratory irritation.

Protective gloves — As with other hydrocarbon lubricants and good safety practices, if
sensitive skin, it is recommended to use rubber gloves in handling.

Eye protection — As with other hydrocarbon lubricants and good safety practices in an
operating plant, it is recommended to wear safety glasses specified for handling
hydrocarbon lubricants by the company management in Standard Operating Procedures.

Other protective clothing or equipment — Industrial site clothing is preferred.

Work /hygienic practices — Normal good personal hygiene practices; avoid eye contact;
breathing mist; wash hands.
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